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Motor Specification
Frequency	 50/60Hz
Speed	 2900/3100rpm
Insulation	 class F with 120°C

thermal protection device

Gearbox specification
Construction	 Diecast case + front plate
Drive shaft	 Stainless steel
Bearings	 Sintered steel
Gearing	 Hobbed spur and helical 

    gears using steel, brass, 
tufnol and nylon running

 on hardened spindles
Temperature	 80°C max at the gearcase

AC Motors

AC Shaded Pole

Motor/Gearbox

Typical Ratios

11:1 (2001:176)		
22:1 (18879:851)	
33:1 (756:23)

53:1 (160:3)

100:1 (1101681:10982)

147:1 (5735736:39083)

		

Gearbox Options
Special Shafts
Roller Bearings
Fan
Brakes

Model Length ‘L’ (mm) Voltage* (V) Current (A)
Input Power 

(W)

SPM13 13
240 0.15 15

110 0.30 18

SPM19 19
240 0.21 21

110 0.40 26

SPM25 25
240 0.22 25

110 0.58 32

SPM38 38
240 1.00 95

110 2.00 90

*  Please contact Rotalink if you wish to run this motor at other voltages

Characteristics

Include note stating 2K hours!!!
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This drawing and any information, descriptions and know how contained hereon (altogether “the drawing”) are confidential and are the sole property of Rotalink Limited. Rotalink Limited owns all copyright, design right and all other intellectual property in 
the drawing and neither the drawing nor any part of it may be disclosed, loaned, copied, used for manufacturing or in relation to tenders or used for any other purpose without the express written permission of Rotalink Limited.
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